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B Cross series means good performance. Long time working period.
m | i—jon Battery. Easy maintenance.
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Electric Stacker 1.0/1.2/1.5T

EST10-Li/ES12-Li/ES15-Li

Distinguishing Mark
11 Manufacturer REDDOT
12 Model ES10-Li ES12-Li ES15-Li
13 Driving type electric electric electric
14 Operating type pedestrian pedestrian pedestrian
15 Rated capacity q kg 1000 1200 1500
16 Load center c mm 600 600 600
19 Wheelbase y mm 1345 1345 1345
Tyres,Chassis
31 Wheel Material PU PU PU
32 Tyresize, Driving wheels (diameter X width) mm a78 a78 a78
33 Tyresize, Loading wheels (diameter X width) mm 3210 @210 @210
35  Number of wheels, driving, caster/loading 1,1/4 1,1/4 1,1/4
35 Chassis height mm 760 760 760
Dimensions
42 Height, mast lowered @ hi | mm 2035 1985 1985
44 Lift height ® h3 | mm 3000 3000 3000
45 Height, mast extended ha mm 3500 3550 3450
415 Lowered height hi3 | mm 90 90 90
419 Overall Length 1 mm 1840 1840 1845
421 Overall width b1 mm 820 820 820
422 Fork dimensions e/l mm 160/1150(1220) 160/1150(1220) 160/1150(1220)
425 Outside width of forks bs mm 560/685 560,685 560/685
432 Ground clearance,center of wheelbase m2 | mm 30 30 30
434 Aisle width for pallets 800*1200 lengthways Ast | mm 2280 2300 2300
434 Aisle width for pallets 1000*1200 crossways Ast | mm 2360 2380 2380
435 Turning radius Wa | mm 1530 1530 1530
Performance
51 Travel speed, laden/unladen km/h 4.5/4.7 4.5/4.7 4.5/4.7
52 Lifting speed, laden/unladen mm/s 110/112 75/90 75/90
53 Lowering speed, laden/unladen mm/s 92/85 85/75 85/75
58 Max. gradeability, laden/unladen % 5/7 5/7 5/7
510 Service brake type Electromagnetic Electromagnetic Electromagnetic

Electric-engine

6.1 Driving motor rating S2 60 min kw 0.75 0.75 0.75

6.2 Lifting motor rating S3 7.5% kw 2.2 2.2 2.2

64 Battery voltage/nominal capacity K20 mm 24V/T5Ah 24V/75Ah 24V/100Ah
Addition data

81 Type of drive unit DC DC DC

105 Steering type Mechanical

10.7 Controller CURTIS 1212P-2502

1.The parameters in the table are of the standard model.For more infomation,please contact us.
2.The parameters are subject to change without notice.
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ESTO-LI/EST2-LI/EST15-Li e—

Mast Option
ES10-Li/ES12-Li
Iillf3t( Height Mast type Free lift Lowered Mast Height Extended Mast Height
mm)® h2(mm) h1(mm)® h4(mm)@
ES10-Li/ES12-Li

1600 1w - 2065/2065 2065/2065
2500 -- 1785/1735 3000/3150
3000 - 2035/1985 3500/3550
3300 2W - 2185/2135 3800/3750
3500 -- 2235/2235 3950/3950
4000 -- 2485/2485 4450/4350
2000 1050 1485 2445
2500 1300 1735 2945
3000 1550 1985 3445
3300 2F 1700 2135 3745
3500 1800 2235 3945
4000 2050 2485 4445

ES15-Li

Ii:f3t( Height Mast type Free lift Lowered Mast Height Extended Mast Height
mm)® h2(mm) h1(mm)® h4(mm)@
ES15-Li

1600 1w - 1985 2065
2500 - 1735 2950
3000 - 1985 3450
3300 2W - 2135 3750
3500 - 2235 3950
4000 - 2485 4350
2000 1050 1485 2445
2500 1300 1735 2945
3000 1550 1985 3445
3300 2F 1700 2135 3745
3500 1800 2235 3945
4000 2050 2485 4445

1.For special customization requirements, please contact us
2The parameters are subject to change without notice.
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